MIRAORSTONE Data Sheet

Varilight 4 Gang 2 Way LED Dimmer Switch (V-Pro & V-Com)

Product Features
Dimensions: 88x148x47mm
Faceplate Depth: 7mm
Fixing Centres: 120.6mm

QO O o @ Depth from Mounting Face: 17.7mm

Recommended Back Box Depth: 25mm

Operating Voltage: 230v 50Hz

inti Maxi Load Rating: LED; 120W (Max. 10|
Product Description aximum Load Rating (Max. 10 lamps)

Maximum Current Rating: 0.9A
If you're looking to spruce up the decor

of one or more of the rooms in your Terminal (Live) Diameter: 3.2mm; Capacity: 3 x 1.5mm?
home, you could do a lot worse than
choose this 4-gang 2-way LED dimmer Terminal (Earth) Diameter: 3.3mm; Capacity: 3 x 1.5mm?

switch from Varilight as a starting point!

Warranty: 1 Year
Yes, in the competitive world of switches

and sockets, Varilight is the market

leader when it comes to touch and CE
rotary dimmers like these.

Additional Information

Intended Applications: Indoor Use Only. Domestic lighting circuits including many dimmable LEDs.

Safety Advice: : Not suitable for use with non-dimmable fluorescent bulbs and tubes, wire-wound or toroidal
transformers, TRIAC dimmable loads or electric motors. Do not overload. Product Must Be Earthed.

Applicable Safety Standard: BS EN 60669-2-1
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